
Cisco DX80 Secure Phone Case
The IP Endpoint Company

The Cisco DX80 Secure Phone Case takes a Cisco
DX80 and protects it from damage. The Cisco DX80 is
housed in a steel enclosure with security screws holding
down the stainless steel front cover. The screen protector
is Lexan. The Armored Cord Handset is designed for 
demanding environments.

Note: When this secure phone case is used, the touch 
screen capability of the DX phone is disabled.

Options
 011507 Housing-DX80 Secure 

Phone-Hands Free available

Features
  Stainless Steel front cover 
  Lexan cover for phone display
  Powder coated Back Box
  Handset with 32" armored cable 
  USB Hookswitch controller

Dimensions
  Length: 27.559 inches [700 mm]
  Width: 4.016 inches [102 mm]
  Height: 22.953 inches [583 mm]
 Note:  Dimensions are measured from the perspective of the 

product being upright with the front of the product facing you.

Weight
  39 lbs. [17.69 kg] 
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Cisco DX80 Secure Phone Case

931342G

Mounting

Tool Required  for Knock Out Removal:
1) Hammer
2) Blade Screwdriver

One Inch EMT Fitting

Knock Out

Conduit Hole Fits

Knock Out

Knock Out

Knock Out

Ø0.63 [Ø16.0]

Ø0.41 [Ø10.5]

Ø0.41 [Ø10.5]

Ø1.30 [Ø33.0]

View Shown with Hole Plug Installed.
Open Faceplate then Remove Nut from the Inside.

1/4"- 20 Thread Size
Keyholes & Holes Fits Up to

Stud Anchor/Screw/Bolt

 (Optional) SPAR II - RTFM Access Hole

with Handsfree Kit (P/N: 081136A)
Replaceable Coverplate

(Sold Separate) for Handsfree Operation

T15H Security Torx Screw Installed from the Inside

To Remove Cover Screw
Use Provided T15H Security Torx Driver Bit

Speaker Grill

Mic Holes Mic Holes

To Remove Coverplate Screw
Use Provided T15H Security Torx Driver Bit

in Front of the Phone Screen
Replaceable 1/4" Thick Scratch Resistance Acrylic Bezel

in Front of the Phone Camera
Replaceable 1/16" Thick Scratch Resistance Acrylic Bezel

Replaceable Armored Cord Handset & Lanyard
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Dimensions are in Inches [Millimeter]
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(P/N: 031433D)

(P/N: 621142D)

(P/N: 621141B)

Optional Coverplate Available for

(Kit Sold Separately, P/N: 081136A)

9.114 [231.50]

18 Pieces Total + (2 Spare)

Electro-Galvanized Steel Constructed Backbox with
1.6 mm Thick

Silver Hammertone Polyester PowderCoat

304 Stainless Steel Faceplate with
2 mm Thick

Vertical Brush Finish

11/32" or 9mm Socket & Socket Wrench
Tool Required to Remove Hole Plug:

Magnetic Hookswitch Cradle
Customer Replaceable

(P/N: 531362)

Handsfree Operation

“When this secure phone case is used,
the touch screen capability of the DX phone is disabled.”
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Approximately 
2.725” [69.00]


