
Conduit Speaker Mount
The IP Endpoint Company

The Conduit Speaker Mount is a clean, simple option for a flush 

installation of most CyberData SIP, InformaCast Enabled or Syn-Apps 

Speakers. 

Features:

 Easy to install

 Electrogalvanized steel construction
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Specifications

 

5 Years LimitedWarranty

Compliance RoHS Compliant 

Dimensions*

1.3 lbs [.59 kg]
3.3 lbs. [1.5 kg] 

Weight
Boxed Weight

9 in. [228.6 mm] Diameter 
3.88 in. [98.4 mm] Height

Part Number/Color 011039/RAL 9003 (Signal White)

*Dimensions are measured from the perspective of the product 
being upright with the front of the product facing you.

011396 InformaCast® 
Enabled Speaker

011394 SIP Speaker

Related Products:  

011400 InformaCast® 
Enabled Talk-Back Speaker

011105 Syn-Apps 
Enabled Speaker

https://www.cyberdata.net/products/011375

https://www.cyberdata.net/products/011104-011105

https://www.cyberdata.net/products/011395-011396 https://www.cyberdata.net/products/011399-011400

011398 SIP 
Talk-Back Speaker

https://www.cyberdata.net/products/011397-011398https://www.cyberdata.net/products/011393-011394

011121 Auxiliary
Analog Speaker

https://www.cyberdata.net/products/011120-011121

https://www.cyberdata.net/products/011039
https://www.cyberdata.net/products/011039
https://www.cyberdata.net/products/011039
https://www.cyberdata.net/products/011039
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Conduit Speaker Mount

930422B

Typical Installation

Dimensions

3.875 [98.4]

Ø0.820 [Ø20.8]

Knock Out (KO)
0.685 [17.4]

Dimensions are in Inches [Millimeter]

Ø7.996 [Ø203.1]

15°

75°

Ø9.000 [Ø228.6]

45° 45°

90°

90°

SIDE VIEW

TOP VIEW
(3 Places)

Ø0.188 [Ø4.8]

011394, 011398, 011396, 011400, 
011105 or 011121 (as shown)
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